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ColPaC® Chilling Units

ColPaC Chilling Units
Large capacity and faster chilling time mean your patients will never have to 
wait for a ColPaC. The ColPaC Chilling Units help you keep pace throughout a 
busy day. No plumbing required, simply plug into a standard electrical outlet. 

All ColPaC Chilling Units include:
Closed-cell foam insulation for efficiency
Stainless steel, welded construction for long life
Heavy-duty compressor for more efficient cooling
Specially designed interior chilling coils cool packs faster
8 cm (3”) swivel-type rubber casters for silent, friction-free  

	 movement of mobile units
Drain valve for easy cleaning and defrosting
1 year warranty
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ColPaC  Chilling Unit Model C-5
3102 – 110 V Unit

3114 – 220 V Unit

Standard Accessories

1500 – Standard Size ColPaCs (6x)

1506 – Half Size ColPaCs (6x)

Mains Power: 220~240 V 50 Hz;  
115 V, 60 Hz

Weight: 74 kg

Dimensions: (L x W x H) 84 x 69 x 39 cm

Electricial Safety Class: Type B

Safety Tests: EN 60601-1

Mains Power: 220~240 V 50 Hz; 
115 V, 60 Hz

Weight: 61 kg

Dimensions: (L x W x H) 84 x 53 x 39 cm

Electricial Safety Class: Type B

Safety Tests: EN 60601-1

TECHNICAL SPECIFICATIONS

Mains Power: 220~240 V 50 Hz; 
115 V, 60 Hz

Weight: 77 kg

Dimensions: (L x W x H) 84 x 89 x 51 cm

Electricial Safety Class: Type B

Safety Tests: EN 60601-1

TECHNICAL SPECIFICATIONS

ColPaC Chilling Unit Model C-2

3002 – 120 V Unit

3014 – 220 V Unit

Standard Accessories

1500 – Standard Size ColPaCs (6x)

ColPaC Chilling Unit Model C-6

3202 – 120 V Unit

3214 – 220 V Unit

Standard Accessories

1500 – Standard Size ColPaCs (12x)


